NOTE:

1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
DETRIMENTAL DEFECTS. MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
WITH FEDERAL SPECIFICATION -QQL201. HUTCH SHALL MEET ALL APPLICABLE
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
AND 114, ANS N43.2 AND DOE ORDER 5480.11

2- ALL DIMENSIONS SHOWN IN [ ] ARE MILLIMETERS AND FOR REFERENCE USE ONLY.
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CHKD

DATE

UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

DECIMALS ANGULAR
X - 03[7620] -2
XX~ .01[025]

XXX - .005[0.127]

12
SURFACE ROUGHNESS V4
REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

'SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANS| Y145
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